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Diesel Powered

TRACK 
DUMPER
EVOLUTION LINE
 

Track Dumper
Model TC100D/BT 

Diesel Powered  Features
• 

• 31” wide (787 mm)  narrow enough 
to pass through a standard doorway

• Optional self loading shovel
• Bucket lifts and dumps up to 28” 

(711 mm)
• Fully hydrostatic drive and controls 

(no clutches, belts or chains)
• Runs on 13HP water cooled Kubota 

diesel engine
• Load Capacity 2204 lbs (1000 kg)
• Central ergonomically designed 

operating position with low hand/
arm vibration

Available at:

1980 D Parker Court
Stone Mountain, GA 30087
1-866-736-8921
sales@miniveyorusa.com
www.accessconstructionequipment.com

1980 D Parker Court
Stone Mountain, GA 30087
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www.accessconstructionequipment.com

Max Carrying Capacity 2204 lbs (1000 kg)

Bucket Volume 15.9 cu ft (0.45cu m)

Empty Weight 1477 lbs (670 kg)

Length 77.25 in (1962 mm)

Width 31 in (787 mm)

Height 51.5 in (1308 mm)

Highest Point on Raised 
Bucket 84.25 in (2140 mm)

Max Dumping Height 28 in (711 mm)

Max. Slope Fully Loaded 30%

Track Ground Pressure 
Empty 2.56 psi (0.18 kgf/cm²)

Track Ground Pressure Max. 
Load 6.83 psi (0.48 kgf/cm²)

Tank Capacity 2.56 gal (9.7 lt)

Maximum Speed 2.5 mph (4 km/hr)

Engine 13 HP Kubota             
Water Cooled
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Track HaulerTrack Hauler

Available at:

87.50” (2223 mm)

84.25”
2140 mm

180° Swivel Discharge

Optional Self Loading Shovel


