
TC120-e
Zero Emissions

TRACK 
DUMPER
 Evolution LineEvolution Line

Track Dumper
Model TC120-e 

Battery Powered Features:

• Only 32.7” wide (830 mm)
• Self loading shovel
• Powered by 2 electric motors driven 

by 2 inverters
• Hydraulic circuit for bucket plus 

scoop driven by electric pump and 
inverter

• Battery Powered (Lithium iron 
phosphate)

• Load Capacity 2645 lbs (1200kg)
• Central ergonomically designed 

operating position with low hand/
arm vibration

Available at:

1980 D Parker Court
Stone Mountain, GA 30087
1-866-736-8921
sales@miniveyorusa.com
www.accessconstructionequipment.com
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Powered
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Max Carrying Capacity 2645 lbs (1200kg)
Bucket Volume 14.10 cu ft (0.44 cu m)

Empty Weight with Shovel 1984 lbs (900kg)

Length-Self Loader Up 75.75 in (1924 mm)

Length-Self Loader Down 95.55 in (2427 mm)

Width 32.70 in (830 mm)

Highest point on raised 
bucket

67.30 in (1710 mm)

Height With Self Loader 
Down

49.90 in (1268 mm)

Max. Slope fully loaded 30%

Max. Dumping Height 13 in (330 mm)

Track Ground Pressure Max. 
Load

5.7 psi (0.40 kgf/cm²

Track Ground Pressure 
Empty

2.8 psi (0.20 kgf/cm²

Maximum Speed 2.5 mph (4 km/hr)

Battery Capacity 8 kWh

Motor Three-phase asynchronous 
electrical motor


